Abstract: Households and businesses produce high levels of electrical and electronic waste (e-waste), fueled by modernization and rapid obsolescence. While the challenges imposed by e-waste are similar everywhere in the world, disparities in progress to deal with it exist, with developing nations lagging. The increase in e-waste generation highlights the need to develop ways to manage it. This paper reviews global and South African e-waste management practices with a specific case study on Cathode Ray Tube (CRT) waste. CRTs present the biggest problem for recyclers and policy makers because they contain lead and antimony. Common disposal practices have been either landfilling or incineration. Research into South African CRT waste management practices showed there is still more to do to manage this waste stream effectively. However, recent developments have placed e-waste into a priority waste stream, which should lead to intensified efforts in dealing with it. Overall, these efforts aim to increase diversion from landfill and create value-adding opportunities, leading to social and environmental benefits.
Introduction
The modernization of the 21st century, buoyed by rapid urbanization, population growth, and the once-booming economy, has led to high levels of end-of-life electronic waste (e-waste) [1] [2] [3] [4] [5] . The rapid obsolescence of consumer electronics and accessories such as cellular phones and computers is also adding disproportionately to the e-waste stream. The world production of e-waste sits between 20 and 50 million tons yearly, with current recycling rates ranging between 15 and 20 percent worldwide [6, 7] . In 2014, the total e-waste produced on the African continent was 1.9 million tons. Egypt (0.37 million tons), South Africa (0.35 million tons), and Nigeria (0.22 million tons) were the leading producers [6] . There are few current reports available on e-waste in the African continent, which further blunts efforts towards managing this waste stream. Pérez-Belis et al. captured the existing body of knowledge spanning from 1992 to August 2014 [8] . In developing countries, Africa included, besides the increase in e-waste produced locally, shipping of e-waste from countries such as the USA is a problem [9] . Developing nations encouraged the practice since waste senders paid the receivers. Besides the willingness of the receivers, the lack of government regulations against such practices worsened the problem. Such diffusion of e-waste further diluted the accurate tracking of growth of this waste, especially in developing countries. Globally, volumes of e-waste are increasing by nearly 3 to 5 percent yearly since the 1990s, and e-waste continues to grow three times faster than municipal solid waste [10] .
E-waste growth presents equally a problem, due to the toxicity of its parts, and an opportunity, as valuable minerals contained in the waste are recoverable [11] . Several studies have shown that The EPA drafted the Plug-In to eCycling Guidelines for Materials Management in 2004. This guided eCycling partners on handling and discarding end-of-life electronics [35] . The Hazardous Waste Management and Cathode Ray Tubes Final Rule 40, CFR Parts 9, 260, 261, 271 law followed in 2006. This focused on reuse and recycling as well as exporting obsolete CRT parts. The U.S. Department of the Interior drafted the Responsible Recycling (R2) Practices for Use in Accredited Certification Programs for Electronics Recyclers, Best Practice Document in 2008 [36] . The purpose of the document was to come up with an accepted set of practices for the electronics recycling industry. At the same time several U.S. states developed and passed bills on electronic waste handling and treatment. These included Arkansas, California, Connecticut, Georgia, Hawaii, Illinois, Indiana, Kentucky, Louisiana, Massachusetts, Maine, Maryland, Michigan, Minnesota, Mississippi, Missouri, Nebraska, Nevada, and New Hampshire. Others were New Jersey, New Mexico, North Carolina, Oklahoma, Oregon, Pennsylvania, Rhode Island, South Carolina, Texas, Virginia, Washington, West Virginia, and Wisconsin.
All the different bills passed in the USA centered on several collection methods, such as curbside, special drop-off events, permanent drop-off, take back, and point of purchase [37] . Although these alternatives presented the best-case scenarios in the world, there is still room to improve, since most big U.S. companies export their electronic products throughout the world. Fragmentation between many different U.S. states complicates this further. The efforts by the USA in dealing with e-waste provide a good lesson for developing countries such as South Africa. The number and ages of bills passed in the USA in the last decade shows the scale of the challenge and the time needed to achieve success in e-waste management.
European Union
E-waste in the European Union is also the fastest-growing waste stream, with an expected growth to more than 10 million tons by year 2021 [38] . The EU member states produced an estimated 9523 metric kilotons of e-waste in 2014, equivalent to 18.7 kg per inhabitant [38] . The USA levels dwarf the 9523 metric kilotons, but the per-person rate closely matches.
The The EU, Switzerland, Norway, Belgium, Sweden, and the Netherlands have all exceeded the minimum requirements for collection and recycling targets. These countries have systems that perform above the rest in scope and compliance levels [38, 39] .
Japan
Japan enforced e-waste regulations in 2001. These laws require that manufacturers and importers take back end-of-life electronics for recycling [40] . The "Home Appliance Recycling Law", enacted in 1998 and enforceable from 2001, required importers and producers to recycle televisions, refrigerators, washing machines, and air conditioners. The end users paid the recycling fee, the retail outlet provided the collection points, and the producing company did the recycling. Collection was extended to local government authorities, who also provided collection services of goods for disposal. In cases where a producer was not available or it was impracticable to route goods back, an alternative, appointed company assumed that role. Recycling fees ranged between ¥1800 and ¥5000 depending on the e-waste item for recycling. An assessment of the Japanese methods shows that 74% of e-waste reached a recycler compared to the U.S. average of 12.5% [41] .
Japan produced 2200 metric kilotons of waste in 2014, an equivalent of 17.3/kg per inhabitant [42] .
China
China is one of the largest producers and consumers of e-waste in the world [43] . According to UNU-IAS SCYCLE (2015), China produced 6033 metric kilotons of e-waste in 2014 alone [44] . This is equal to 4.4 kg per inhabitant. Estimates showed that 90% of the 70%-80% of the global e-waste exported to Asia ends up in China [45] .
China has signed the Basel Convention and has several regulations on e-waste. These are: The content of these regulations include:
• the control and restraining the use of hazardous and toxic substances in electronic and electric products, • registration of dismantlers, recyclers, and disposers with the local Environmental Protection Bureau (EPB) and • e-waste recycler permits and the establishment of a fund for e-waste recycling and disposal. Producers pay the recycling fund.
There are about 105 enterprises dedicated to dismantling e-waste in China at fixed places. However, a trade-in incentive was discontinued in 2011 for these enterprises and this led to most of the recycling going to small, informal traders [46] . These informal recyclers recycle for income, and endanger their lives and the environment because of a lack of knowledge. This has resulted in a complex informal network that works outside the laws and makes legislation useless. A lack of proper penalties for noncompliance with the applicable laws made enforcement nearly impossible [47] .
India
India faces an increasing problem of e-waste mainly because of the growth rate of the country's Information Technology (IT) and electronics industry. These have increased India's consumption of electronic items and IT hardware, which afterwards leads to high obsolescence rates and thus high e-waste production [48] . In 2014, India produced 1641 metric kilotons of e-waste (1.3 kg per inhabitant) [49] . For an emerging economy like that of India, these levels of e-waste offer an alternative livelihood for the urban and rural poor through recycling, but it comes at a cost. There are significant risks to health and the environment as these recyclers often use primitive methods.
An unorganized, informal sector collects, transports, and dismantles most of India's e-waste. According to a Greenpeace report, only 3% of the e-waste produced in India is collected by the institutions approved to recycle it [50] .
India signed the Management of e-Waste, Guidelines in 2008. The objective of the guideline was to provide guidance for the identification of various sources of e-waste and prescribe procedures for handling it in an environmentally sound manner. These guidelines provided guidance and a broad outline, and pit the onus on the recyclers to determine specific treatment methods according to the risk potential. In 2013 India drafted a law, Electronic Waste (Handling and Disposal), which specified the responsibilities of producers. The responsibilities were:
• collecting e-waste produced during manufacture of equipment 
South Africa
South Africa is another important developing country that has significant e-waste. According to UNU-IAS SCYCLE, South Africa produced 346 metric kilotons in 2014, a rate of 6.6 kg per inhabitant [51] . The rate per inhabitant is in the range of that of China, with that of India far lower (1.3 kg per inhabitant). No lessons can be drawn from the state of Chinese e-waste recycling. Instead, several deficiencies are common to both countries. First, e-waste collection is a complex combination of formal and informal methods for both countries. In South Africa, usually all the collected materials end with government-linked recycling centers, where processing takes place. There are few buy-back schemes in South Africa.
South Africa does not have a dedicated legislation for this waste stream compared with other developed countries. The next sections present some existing legislation that covers this waste stream in general.
Case Study: Cathode Ray Tubes
CRTs have multiple recyclable parts and so present good opportunities as compared to different e-waste streams. Recycling of CRTs is not usually efficient because of the dangerous nature of its various parts. CRT glass is the biggest problem because it contains lead, strontium, antimony, and barium, among other dangerous chemicals. These elements have the potential to harm the environment and human health if not handled properly. Currently, CRT glass waste handling is mainly through incineration or dumping in landfills, resulting in soil and groundwater pollution. With limited landfill capacities, there is an increasing need to find applications for waste CRT glass to minimize the volume going to landfills and create business opportunities from the waste material.
The authors based their review on this background for South Africa. The study assessed current research done on CRT recovery and recycling, aiming to provide an understanding of the current gaps and opportunities that exist within the South Africa. This study serves as a background to further experimental work by the authors. This work includes pyrometallurgical recovery of metals and recovery of plastics from CRTs.
CRT Characteristics and Composition
Cathode ray tubes have been used for more than 70 years as critical parts for televisions and Personal Computers (PCs). The development of the first CRT was during the 1890s as an oscilloscope to view and measure electrical signals [52] . Since then, CRTs have been a popular medium used to send and receive images electronically in television units. Although CRT technology has undergone many revisions, the core design and role have mainly remained the same over the last few decades [53] [54] [55] [56] [57] [58] [59] [60] .
Estimates are that CRTs make up between 60 and 70 percent of the weight of a computer monitor or television [30] . The remaining material consists of plastic, a printed circuit board (PCB), cabling, and wires [31] . There are two types of CRTs, namely monochrome (black and white) and color. The monochrome and color are structurally similar with only a few technical differences. The major difference between the two CRTs is the chemical composition of the glass contained in the CRT. Figure 1 shows the structure of a CRT.
Panel, funnel, and neck glass are the three main parts of CRTs [61] [62] [63] . The panel glass makes up about 65 percent of the total weight. The funnel glass accounts for about 30 percent of the weight and the funnel glass occupies only 5 percent [64] . The chemical composition of CRTs varies from manufacturer to manufacturer, version, and time of production [65] . In addition, the different types of glass parts have different chemical compositions. Table 2 provides a typical chemical composition of both the monochrome and the color CRTs [66] . Based on the chemical composition, there are no big differences between the monochromatic and color CRTs. Silica (SiO2) forms the highest percentage in both CRTs. In both types, the panel glass contains little lead (Pb). Panel glass manufacturing only involves a barium-strontium glass, which is free of lead. Lead in CRTs is found in the funnel and neck components, and concentrated in the neck glass [67] . The role of lead is absorbing UV and X-ray radiation produced by the CRT [68] . Given the overall composition of the CRT, the main concern is the presence of lead. This is because lead is toxic and has adverse health and environmental effects if not handled properly [69, 70] .
CRT Mass Flow
As previously noted, advances in e-waste recovery and recycling differ from country to country. Some countries such as the United States have progressed more than others, especially when compared to developing countries [11, 22, [70] [71] [72] [73] . However, EEE production and the challenges it brings are a worldwide phenomenon. Globally, the need to recover and recycle e-waste is increasing as the landfilling the dangerous substances contained in the waste is no longer a good option. Most landfills are getting full. Also, environmental laws are stricter and e-waste is regarded as high-risk [74] .
In South Africa, the e-waste industry is still developing and therefore there are still many barriers that exist. One of the main challenges slowing the development of e-waste management strategies is the lack of baseline data. An extensive body of knowledge exists for other waste streams, and there are enough government and private initiatives to deal with these forms of waste [75] [76] [77] [78] . Limited qualitative and quantitative data are available on e-waste in South Africa. However, things Based on the chemical composition, there are no big differences between the monochromatic and color CRTs. Silica (SiO 2 ) forms the highest percentage in both CRTs. In both types, the panel glass contains little lead (Pb). Panel glass manufacturing only involves a barium-strontium glass, which is free of lead. Lead in CRTs is found in the funnel and neck components, and concentrated in the neck glass [67] . The role of lead is absorbing UV and X-ray radiation produced by the CRT [68] . Given the overall composition of the CRT, the main concern is the presence of lead. This is because lead is toxic and has adverse health and environmental effects if not handled properly [69, 70] .
In South Africa, the e-waste industry is still developing and therefore there are still many barriers that exist. One of the main challenges slowing the development of e-waste management strategies is the lack of baseline data. An extensive body of knowledge exists for other waste streams, and there are enough government and private initiatives to deal with these forms of waste [75] [76] [77] [78] . Limited qualitative and quantitative data are available on e-waste in South Africa. However, things have begun moving in the right direction, with South Africa having now recognized e-waste as one of six priority waste streams. The number of e-waste research studies is now increasing. Dominik Zumbuehl conducted one such study that was specific to CRT recycling [79] . The research was a mass flow assessment of CRT in the Cape Metropolitan Municipality, South Africa. The main aim of the research was providing the basis for development of CRT management systems. As part of the assessment, Zumbuehl mapped out the CRT value chain, showing all key role players. Figure 2 shows a typical mass flow of CRT monitors and televisions. have begun moving in the right direction, with South Africa having now recognized e-waste as one of six priority waste streams. The number of e-waste research studies is now increasing. Dominik Zumbuehl conducted one such study that was specific to CRT recycling [79] . The research was a mass flow assessment of CRT in the Cape Metropolitan Municipality, South Africa. The main aim of the research was providing the basis for development of CRT management systems. As part of the assessment, Zumbuehl mapped out the CRT value chain, showing all key role players. Figure 2 shows a typical mass flow of CRT monitors and televisions. South Africa imports CRT monitors as there are no local producers in the country. The major brands manufacturing CRTs are Samsung, Proline, Sony, Mecer, etc. South African distributors sell CRT products to consumers. There is also a choice of buying from second-hand suppliers that import obsolete computers and refurbish them for the secondary market. Once the products have reached their end-of-life, they are regarded as waste. The recovery begins at this point. Several companies collect e-waste material to either sell the valuable material (that is, PCBs) to recyclers or to dispose of it in landfills. The collectors dismantle the monitors or televisions to separate plastics, PCBs, wires, metals, and glass. Selling or landfilling of the different parts then takes place.
As mentioned above, minimal data exist on the number CRTs entering landfills. Zumbuehl estimated landfilling of 7950 CRT monitors in Cape Metropolitan Municipality, yearly [79] . There are no up-to-date national figures per province, except for the annual estimate of 0.35 million tons quoted by Balde et al. [6] . A high percentage of CRTS still ends up in landfills or incinerators. Figure 3 provides a CRT processing flow chart. E-waste recycling comprises four main steps: collection, pre-processing, sorting, separation, and processing. The first stage of recycling is collection from consumers once the EEE have reached their EOL. The next stage after collection is pre-processing. Sorting and separation follow. After separation, the different e-waste parts go through to the different streams of production. The following South Africa imports CRT monitors as there are no local producers in the country. The major brands manufacturing CRTs are Samsung, Proline, Sony, Mecer, etc. South African distributors sell CRT products to consumers. There is also a choice of buying from second-hand suppliers that import obsolete computers and refurbish them for the secondary market. Once the products have reached their end-of-life, they are regarded as waste. The recovery begins at this point. Several companies collect e-waste material to either sell the valuable material (that is, PCBs) to recyclers or to dispose of it in landfills. The collectors dismantle the monitors or televisions to separate plastics, PCBs, wires, metals, and glass. Selling or landfilling of the different parts then takes place.
CRT Recycling Technologies
As mentioned above, minimal data exist on the number CRTs entering landfills. Zumbuehl estimated landfilling of 7950 CRT monitors in Cape Metropolitan Municipality, yearly [79] . There are no up-to-date national figures per province, except for the annual estimate of 0.35 million tons quoted by Balde et al. [6] . A high percentage of CRTS still ends up in landfills or incinerators. Figure 3 provides a CRT processing flow chart. E-waste recycling comprises four main steps: collection, pre-processing, sorting, separation, and processing. The first stage of recycling is collection from consumers once the EEE have reached their EOL. Figure 3 provides a CRT processing flow chart. E-waste recycling comprises four main steps: collection, pre-processing, sorting, separation, and processing. The first stage of recycling is collection from consumers once the EEE have reached their EOL. The next stage after collection is pre-processing. Sorting and separation follow. After separation, the different e-waste parts go through to the different streams of production. The following subsections discuss the different stages of handling CRT waste (and other e-waste). The next stage after collection is pre-processing. Sorting and separation follow. After separation, the different e-waste parts go through to the different streams of production. The following subsections discuss the different stages of handling CRT waste (and other e-waste).

Collection
As noted above, the main consumers are private, corporate, and government institutions. Collection of obsolete ICT equipment from these three main sources forms most of the waste. The collection is not yet widely accessible in South Africa. However, the main collection method used today is the door-to-door approach. Collectors or recyclers usually facilitate the collection. Most of the recyclers or collectors have now placed e-waste containers in public places such as shopping malls to try to entice consumers.
Pre-Processing
The next stage in the value chain is pre-processing. This step involves stripping and dismantling of CRT monitors and TVs. This process is manual, using hand tools such as screwdrivers, grippers, and hammers. The process starts with the removal of the plastic casing, followed by the cables and wires, and then circuit boards. Removal of the CRT glass is the last step. Figure 4 shows the CRT monitors after the removal of all the other parts. As noted above, the main consumers are private, corporate, and government institutions. Collection of obsolete ICT equipment from these three main sources forms most of the waste. The collection is not yet widely accessible in South Africa. However, the main collection method used today is the door-to-door approach. Collectors or recyclers usually facilitate the collection. Most of the recyclers or collectors have now placed e-waste containers in public places such as shopping malls to try to entice consumers.
The next stage in the value chain is pre-processing. This step involves stripping and dismantling of CRT monitors and TVs. This process is manual, using hand tools such as screwdrivers, grippers, and hammers. The process starts with the removal of the plastic casing, followed by the cables and wires, and then circuit boards. Removal of the CRT glass is the last step. Figure 4 shows the CRT monitors after the removal of all the other parts. 
Sorting and Separation
The method used during sorting and separation stages depends on the final application of the parts. Certain applications require crushing of CRTs into different size fractions and separation according to the different types of glass (i.e., leaded or non-leaded glass). SwissGlas, in Switzerland, does this on an industrial scale, processing nearly five tons of CRT cullets hourly [80] . Different glass types can be separated before crushing. Several techniques exist for separating the panel glass from the funnel glass. The next bullet points discuss these briefly.

Hotwire technique: The hotwire technique involves the use of a heated electric wire, wound at the panel-funnel glass boundary. Heating is kept up for a certain time before cool air is blown onto the surface, leading to thermal shock. This is the preferred method for processors because it is cheap, easy to use, and efficient. The hotwire technology is suitable for small to medium 
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•
Hotwire technique: The hotwire technique involves the use of a heated electric wire, wound at the panel-funnel glass boundary. Heating is kept up for a certain time before cool air is blown onto the surface, leading to thermal shock. This is the preferred method for processors because it is cheap, easy to use, and efficient. The hotwire technology is suitable for small to medium processing plants. The current market price of the technology is between R900,000 and R2 million [65, 81] Laser and hot wire technologies are the most attractive solutions in the market because of the low variable costs. Despite difference in the costs, all available technologies can provide a separation that leads to a high-quality product. However, health and safety and potential environmental issues should be taken into consideration when making the choice.
Processing
Normal disposal methods for CRTs have been landfilling and incineration because of their low recyclable value. Landfilling is no longer the cheapest alternative because not only do landfills occupy massive amounts of land, but there is a risk of soil contamination and groundwater pollution. Incineration was at one point a solution to reduce the space needed for disposal; however, it now poses serious threats of air pollution. Thus there is a need for new and efficient methods for CRT waste management. Subsequent sections discuss the different recycling strategies.
Overview of Recycling Strategies
Extensive research exists at an international level on the different CRT recycling approaches [63] [64] [65] [66] 78, 79] . Proposals exist on how to deal with CRT waste. Two categories exist, namely closed-loop recycling (waste to new CRT) and open-loop recycling (waste CRT to new products) [18, 67] . Figure 5 shows the two recycling routes with key end-products. The next section further discusses the two methods. 
Closed-Loop Recycling
Closed-loop recycling is the industrial-scale recycling of waste CRT to produce new CRTs [54] . During this process, the waste CRT glass is divided into the nonleaded panel glass and the leadcontaining glass. Electric-wire or laser cutting or acid melting methods separate the panel and the funnel glass, as discussed above. According to Yu-Gong et al., this method has shown great progress in managing CRTs [36] . Compared with landfilling and incineration, this method is environmentally and economically sound. According to Zumbuehl, Samsung Corning in Germany and ThomsonPolcolor in Poland are manufacturing new CRT glass from waste material [80] . Added benefits from the use of waste CRT are energy and raw material savings. Introduction of LCD technologies in the market threaten the sustainability of this business. With advances in ICT, CRT demand is decreasing rapidly.
Open-Loop Recycling
The second proposed form of recycling is open-loop recycling. Open-loop recycling involves the use of waste CRTs to produce a wide variety of new products. Open-loop recycling is attractive because it offers both environmental and economic benefits [65] . A brief discussion of the various areas where waste CRT is used follows. 
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Closed-loop recycling is the industrial-scale recycling of waste CRT to produce new CRTs [54] . During this process, the waste CRT glass is divided into the nonleaded panel glass and the lead-containing glass. Electric-wire or laser cutting or acid melting methods separate the panel and the funnel glass, as discussed above. According to Yu-Gong et al., this method has shown great progress in managing CRTs [36] . Compared with landfilling and incineration, this method is environmentally and economically sound. According to Zumbuehl, Samsung Corning in Germany and Thomson-Polcolor in Poland are manufacturing new CRT glass from waste material [80] . Added benefits from the use of waste CRT are energy and raw material savings. Introduction of LCD technologies in the market threaten the sustainability of this business. With advances in ICT, CRT demand is decreasing rapidly.
Open-Loop Recycling
The second proposed form of recycling is open-loop recycling. Open-loop recycling involves the use of waste CRTs to produce a wide variety of new products. Open-loop recycling is attractive because it offers both environmental and economic benefits [65] . A brief discussion of the various areas where waste CRT is used follows. [18] .
A wide range of applications exist for dealing with waste CRT. Concerns about introducing hazardous substances into new products remain, though. Most current work involves lab testing of this.
CRT-Specific Legislation
As previously noted, the e-waste industry in South Africa is still at its infancy. South Africa only recognized e-waste as a priority waste stream recently. Currently, there is no specific legislation that regulates e-waste management in the country. South Africa has progressive legislation that recognizes principles of environmental protection and rehabilitation. The following few paragraphs provide a discussion from an international perspective.
The USA is one of the few countries that have CRT-specific legislation, namely the Hazardous Waste Management and Cathode Ray Tubes, Final Rule, 40 CFR Parts 9, 260,261,271 of 2006. This CRT Rule streamlines the management standards for used CRTs and encourages reuse and recycling instead of landfilling or incineration. This legislation proposes several CRT reuse and recycling methods.
The EPA has the following requirements: The Constitution of the Republic of South Africa is the main legislation in the country and ensures that basic human rights are upheld. Environmental protection is of prime importance in South Africa, given the many environmental problems left behind by past apartheid policies and practices. Section 24 of the Constitution stipulates that: "everyone has the right to an environment that is not harmful to their health or well-being; and the right to have the environment protected, for the benefit of the present and future generations, through reasonable legislative and other measures that prevent pollution and ecological degradation; promote conservation and secure ecologically sustainable development and use of natural resources while promoting justifiable economic and social development" [85] . This gives all citizens the right to live in an environment that is not harmful to their health. The main objective of Occupational Health and Safety Act (OHSA) is to ensure that people work in an environment that is not harmful to their wellbeing. Other rules in the Act deal with handling, use, exposure control, use of PPE, and storage or disposal of hazardous chemicals. These include:
• E-waste is a priority waste stream in the roadmap. E-waste currently makes up between 5% and 8% of the municipal solid waste in South Africa. The volumes of e-waste are continually increasing. There is an urgent need to develop e-waste management systems that address the current challenges. The challenges are consumer awareness, collection, recycling, and waste disposal. The roadmap plans to divert 50 percent of e-waste from landfills by 2024 [87] .
Conclusions
There has been massive interest in e-waste the world over, fueled by the continued increase in producing EEE and the volumes of waste EEE produced. The problems emanating from poor disposal and management of e-waste, and the possible economic opportunities, have pushed countries to reconsider old ways of managing e-waste. Research is being conducted at an international level to come up with efficient solutions to deal with e-waste.
CRT-related research is one of the fastest-growing areas and receives a good deal of attention. For some time, landfilling and incineration were the best solutions for managing CRT waste. This has changed since, largely due to the strict environmental laws and policies. There is a trend towards recovering and recycling waste CRTs because they pose a risk to the environment and human health.
In South Africa, the e-waste recycling industry is fairly young, and therefore limited baseline data are available at the country level. E-waste currently forms between 5% and 8% of municipal solid waste in South Africa and there is an expectation that these volumes will soon increase significantly. The per-inhabitant e-waste production rates for South Africa are similar to those of China. However, the Chinese e-waste management methods are not effective owing to lax enforcement of laws. Similarly to China, South Africa has ended up with a mixture of formal and informal collection methods that is a lot harder to regulate. However, several initiatives are under consideration to solve the e-waste problem using a customized approach that recognizes local complexities.
